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    DekTec

    Company

    Distributors

    Downloads

    News

    Terms

   	
    PCI Express Cards

    Modulators

    	DTA-2111B Cable/terrestrial 0-1GHz
	DTA-2115B All-standard 0-2GHz
	DTA-2116 All-standard 0-3GHz


    Receivers

    	DTA-2127 4x satellite, ASI/SDI out
	DTA-2131B Cable/terrestrial SDR
	DTA-2132 High-end satellite SDR
	DTA-2139C 12x Cable/terrestrial


    ASI/SDI

    	DTA-2172 2x 3G-SDI/ASI
	DTA-2174B 4x 3G-SDI/ASI
	DTA-2178 8x 12G-SDI/ASI


    SMPTE 2110 NICs

    	
      DTA-2110 1x 10G NIC
     


    All PCIe cards

   	
    USB Devices

    Modulators

    	DTU-315 All-standard 0-2GHz


    RF Probes

    	DTU-236A VSB/QAM/ASI
	DTU-238 T(2)/C(2)/I/ASI
	
      DTU-331 RF Probe 0-3GHz
     


    ASI/SDI

    	DTU-245 ASI/SD-SDI
	DTU-351 HD-SDI in


    All USB devices

   	
    IP Gateways, NICs

    Standalone

    	DTE-3100 IP to ASI
	DTE-3114 IP to 4xQAM
	DTE-3120 ASI to IP
	DTE-3137 DVB-S2 to IP


    OEM Modules

    	DTM-3200 IP ↔ ASI
	DTM-3224 4xASI to IP
	
      DTM-3237B DVB-S2X Rx
     


    IP NICs

    	DTA-2110 1x 10G
	DTA-2160 1x 1G, 3x ASI
	DTA-2162 2x 1G


    All IP products

   	
    Software

    Applications

    	StreamXpress
	StreamXpert
	SdEye
	MuxXpert


    RF Tools

    	Atsc3Xpert
	Atsc3Xpress
	T2Xpert
	T2Xpress
	TmmXpress


    
    SDKs

    	DTAPI
	DekTec Matrix API
	
      FFmpeg for DekTec
     


    All Software

   

 



 
  [image: DekTec logo]
 




 	
    [image: DTA-2138B - Single-Channel Cable/Terrestrial Receiver for PCIe]
   	 	
    DTA-2138B

    Single-Channel Cable/Terrestrial Receiver for PCIe

    DekTec's PCIe hardware-based receiver for DVB-T2, T, C2, C and ISDB-T. With full support for single- and multi-PLP, as well as SISO and MISO, this low-profile card is perfectly compliant to DVB-T2 v1.3.1.	
   
 
  
 
 
  
  
  
  
  
  
  
  
  PDF
 


DTA-2138B Product
Discontinuance Notice  
	
   The DTA-2138B is an obsolete product that is no longer in production. It is still supported and available in limited quantities, but for new designs DekTec recommends the DTA-2131B (single-channel cable/terrestrial receiver for PCIe) or the DTA-2139C (twelve-channel cable/terrestrial receiver for PCIe).   
  




     

   






   
    
     Key Characteristics

     
      	RF frequency	VHF, UHF
42 to 880MHz
	Sup. bandwidth	1.7 / 5 / 6 / 7 / 8MHz
	Input Sensitivity	-90 to -20dBm
	Input return loss	>8dB
	MER	>32dB


     

    

    
     Inputs and Outputs

     
      	RF in	75-Ω F female
	PCI Express	PCIe x1


     

    

    
     Demodulation Standards

     
      	Included with base product	
         DVB-C

         DVB-C2

         DVB-T

         DVB-T2 v1.3.1

         ISDB-T/Tsb


     

    

    
     PC Support

     
      	OS	Windows 10, 11
Windows Server 16, 19, 22
Linux ≥2.6.18, 3.x, 4.x, 5.x
	Processor	Core i5 minimum
Core i7 recommendedOr equivalent AMD CPUs




     

    

    
     Software

     
      	StreamXpert	Analyze your received transport streams using our analyzer software
	VF-REC	Advanced Transport-Stream/SDI Recorder
	DekTec SDKs	Create your own full-custom application based on the input of the DTA-2138B


     

    

    
     Documentation
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  DTA-2138B
Leaflet
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  DTA-2131 vs DTA-2138(B)
Feature Comparison
 




      
      Comparison of DTA-2138B with other receivers
      

     

    

    
     Pricing

     
      	DTA-2138B-SL	€	1.304	Stock: 25+
	Single-channel cable/terrestrial receiver for PCIe with StreamXpert Lite software.


	DTA-2138B-VR-SL	€	2.183	Stock: 25+
	Single-channel cable/terrestrial receiver for PCIe with VF-REC stream recorder and StreamXpert Lite software.


	DTA-2138B-SX	€	2.350	Stock: 25+
	Single-channel cable/terrestrial receiver for PCIe with StreamXpert analyzer software.


	DTA-2138B-MX	€	2.397	Stock: 25+
	Single-channel cable/terrestrial receiver for PCIe with MuxXpert.


Prices exclude applicable sales tax, shipping charges and customs duties. Quantity discounts may be available, please request a quotation.

     

    

   

   
    
     
      Features

      	Fully compliant with ISDB-T and DVB-T2 v1.3.1, including T2 Lite, but also with the legacy DVB-C and DVB-T.
	Hardware-based demodulation with 0% CPU load.
	The card provides reception status, RF level, demodulation status, MER, BER, L1 parameters and of course, the complete Transport Stream.


     

     
      Applications

      	Network monitoring, using this universal receiver, of DVB-T2, DVB-C2 or ISDB-T networks.
	As a test-receiver for DVB-T2, DVB-C2 or ISDB-T.
	Re-multiplexing of DVB-C, DVB-T, DVB-C2, DVB-T2 or ISDB-t streams with MuxXpert.n


     

    

    
     Product Review

      Tele-audiovision  -  
      DekTec DTA-2138B Test Report
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     Related Products
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        DTA-2115B – All-Standard VHF/UHF/L-Band Modulator for PCIe


        
         The DTA-2115B is a high-end modulator that supports all modulation standards that can
         be received by the DTA-2138B. You can use it for testing or validating your application.
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        DTA-2131B – Multi-Standard Cable/Terrestrial Receiver for PCIe


        
         Both the DTA-2131B and the DTA-2138B are VHF/UHF receivers that can receive several cable
         and terrestrial standards: The DTA-2138B is based on a 
         hardware demodulator chip, while the DTA-2131B is a 'Software Defined Receiver' (SDR).
        

        
         The DTA-2138 has a low CPU load (close to zero), while the DTA-2131B consumes a lot of CPU cycles.
         The DTA-2131B's yield of these CPU cycles is advanced measurements including impulse response,
         spectrum and transfer functions, and support for additional standards such as DAB+.
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